
MATERIAL SAFETY DATA SHEET(OSHA-20)


      
Detail Depot Detailing Systems Inc.
IN CASE OF LEAK, SPILL, FIRE




2326 Daniels ST Suite A
EXPOSURE, OR ACCIDENT, CALL




Madison, WI 53718 (608) 222-4007

OSHA 1-800-321-6742




                1455 Deming Way Suite 31








Reno, NV 894311   (775) 829-2333

SECTION 1-------------------------------------------------PRODUCT INFORMATION--------------------------------------------------------------------------------------------------------------

PRODUCT NAME :RREFLECTIONS                                                               
  CHEMICAL FAMILY: Formulated Spray Wax



CURRENT VERSION  04/01/07
   DOT HAZARD CLASSIFICATION: COMBUSTIBLE LIQUID N.O.S. UN1993

SECTION 2-------------------------------------------------------HAZARDOUS INGREDIENTS-----------------------------------------------------------------------------------------------------






CAS REG NO
HAZARD RATING(HMIS) SCALE
4=EXTREME

QUATERNARY SOYA/COCO AMIDOAMINE  (not established)

TOXICITY  2

3=HIGH

ISOPROPANOL (400ppmTWA, OSHA) 

67-63-0

FIRE        2


2=MODERATE

QUATERNARY AMMONIUM COMPOUNDS (none established)

REACTIVITY 0

1=SLIGHT



                                                       





 0=NONEXISTENT

PRODUCT APPEARANCE: AYELLOW LIQUID WITH A CHARACTERISTIC ODOR. CONTAINS QUATERNARY AMMONIUM COMPOUNDS IN NON-M                              

SECTION 3------------------------------------------------------------HAZARD INFORMATION-------------------------------------------------------------------------------------------------------

INHALATION: VAPOR CONCENTRATIONS ABOVE RECOMMENED EXPOSURE LEVELS ARE IRRITATING TO THE EYES AND RESPIRATORY TRACT, MAY CAUSE HEADACHES AND DIZZINESS, ARE ANESTHETIC AND MAY HAVE OTHER CENTRAL NERVOUS SYSTEM EFFECTS.

INGESTION: IRRITATING TO MOUTH, THROAT AND STOMACH.  MAY CAUSE GASTRIC TRACT DISORDER AND OR DAMAGE.

SKIN: FREQUENT OR PROLONGED CONTACT MAY IRRITATE AND CAUSE DERMATITIS. MAY CAUSE SKIN SENSITIZATION, AN ALLERGIC REACTION WHICH BECOMES EVIDENT ON REEXPOSURE TO THE MATERIAL.

EYES:  SEVERELY IRRITATING.  IF NOT REMOVED PROMPTLY, WILL INJURE EYE TISSUE, WHICH MAY RESULT IN PERMANENT DAMAGE.

SECTION 4------------------------------------------------------------EMERGENCY & FIRST AID PROCEDURES---------------------------------------------------------------------------

INHALATION: USING PROPER RESPIRATORY PROTECTION, IMMEDIATELY REMOVE THE AFFECTED VICTIM FROM EXPOSURE.  ADMINISTER ARTIFICIAL RESPIRATION IF BREATHING IS STOPPED.  KEEP AT REST.  CALL FOR PROMPT MEDICAL ATTENTION.

INGESTION:  IF SWALLOWED, GET PROMPT MEDICAL ATTENTION.  DO NOT INDUCE VOMITING UNLESS AT THE INSTRUCTION OF A PHYSICIAN.  KEEP AT REST.  IF VICTIM IS CONSCIOUS GIVE A GLASS OF MILK OR WATER.  DO NOT ATTEMPT TO GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

SKIN: FLUSH WITH LARGE AMOUNTS OF WATER; USE SOAP IF AVAILABLE.  REMOVE GROSSLY CONTAMINATED CLOTHING, INCLUDING SHOES, AND LAUNDER BEFORE REUSE.  IF IRRITATION PERSISTS, SEEK MEDICAL ATTENTION.

EYES:  FLUSH EYES WITH LARGE AMOUNTS OF WATER UNTIL IRRITATION SUBSIDES.  IF IRRITATION PERSISTS, GET MEDICAL ATTENTION. 

SECTION 5-------------------------------------------------------------SPECIAL PROTECTION INFORMATION-----------------------------------------------------------------------------

ENGINEERING CONTROLS;  THE USE OF MECHANICAL DILUTION VENTILATION IS RECOMMENDED WHENEVER THIS PRODUCT IS USED IN A CONFINED SPACE, IF HEATED ABOVE AMBIENT TEMPERATURES, OR IS AGITATED.

PERSONAL PROTECTION:  WORK HYGIENTIC PRACTICES:  FOR OPEN SYSTEMS WHERE CONTACT IS LIKELY, WEAR CHEMICAL GLOVES, RUBBER BOOTS,A CHEMICAL JACKET,CHEMICAL GOGGLES, AND A FACE SHIELD.  WHERE CONTACT MAY OCCUR, WEAR LONG SLEEVES, CHEMICAL RESISTANT GLOVES, AND A FACE SHEILD.  WHERE CONCENTRATIONS IN AIR MAY EXCEED THE LIMITS GIVEN IN THIS SECTION AND ENGINEERING, WORK PRACTICE OR OTHER MEANS OF EXPOSURE REDUCTION ARE NOT ADEQUATE, NIOSH/MSHA APPROVED RESPIRATORS MAY BE NECESSARY TO PREVENT OVEREXPOSURE BY INHALATION.
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SECTION 6----------------------------------------------------------REACTIVITY DATA & PHYSICAL PROPERTIES-----------------------------------------------------------------------

REACTIVITY: LOW RISK AT AMBIENT TEMP.




FLASH POINT: 105 DEG.F. 

                                                                                  



PENSKEY-MARTEN CC

CONDITIONS AFFECTING REACTIVITY: HEAT




BOILING POINT: 180 DEG.F.

INCOMPATIBLE MATERIALS: CARBON STEEL, AVOID CONTACT WITH 



  STRONG OXIDIZING AGENTS   

.

 SOLUBILITY IN WATER: SOLUBLE

HAZARDOUS DECOMPOSITION PRODUCTS: LOW MOLECULOR WEIGHT

SPECIFIC GRAVITY: 0.93 g/Lml at 77DEG. F

  HYDROCARBONS, OLEFINS, AMMONIA AND HYDROCHLORIC ACID.

POLYMERIZATION CONDITIONS TO AVOID: NOT APPLICABLE


VISCOSITY: 80.00 CST at 77 DEG. F

FREEZING POINT: 20 DEG. F.





VAPOR PRESSURE: 20.00 mmHg At 70 deg. f

FLAMMABLE LIMTS: 2.02-12.0





% VOLATILE : 9

SECTION 7------------------------------------------------------------------SPILL & LEAK PROCEDURES----------------------------------------------------------------------------------------

PRECAUTIONS IN CASE OF RELEASE OR SPILL: VENTILATE AREA, ABSORB INTO NON REACTIVE MEDIA SUCH AS DIATOMACEOUS EARTH OR VERMICULITE; SWEEP INTO NON REACTIVE VESSEL (I.E. HDPE DRUM OR PAIL). DILUTE WITH WATER.  IN EVENT OF FIRE USE WATER – MIST AND GENERAL DILUTION PROCEDURES TO EXTINGUISH.

EPA REPORTABLE QUANTITY: NONE

WASTE DISPOSAL METHOD: DISPOSE OF PRODUCT IN ACCORDANCE WITH LOCAL, COUNTY, STATE, AND FEDERAL REGULATIONS.

SECTION 8---------------------------------------------------------------------TRANSPORTATION & STORAGE-------------------------------------------------------------------------------

ELECTROSTATIC ACCUMULATION HAZARD: GROUND ALL EQUIPMENT

STORAGE TEMPERATURE; AMBIENT

TRANSPORT TEMPERATURE; AMBIENT

SECTION 9----------------------------------------------------------------------SPECIAL PRECAUTIONS OR OTHER COMMENTS---------------------------------------------------

INSTRUCT ALL WORKERS ON HAZARDS AND PROTECTIVE MEASURES WITH THIS CHEMICAL. THE COMPOUNDS IN THIS PRODUCT BIODEGRADE

IN THE ENVIRONMENT.  

SECTION 10----------------------------------------------------------------------------------HAZARD CLASSIFICATION------------------------------------------------------------------------

U.S. DOT CLASSIFICATION:  COMBUSTIBLE LIQUID N.O.S. UN1993 








          EPA HAZARDOUS SUBSTANCE: NO

THE INFORMATION CONTAINED HEREIN IS BELIEVED TO BE ACCURATE.  HOWEVER, THE INFORMATION IS ALSO BASED ON INFORMATION SUPPLIED TO DETAIL DEPOT FROM VENDORS DETAIL DEPOT BELIEVES TO BE RELIABLE.  THERFORE DETAIL DEPOT ASSUMES NO LIABLITY 

FOR THE ACCURACY OR COMPLETENESS OF THE INFORMATION CONTAINED HERE.  ANY MATERIAL SUPPLIED BY DETAIL DEPOT IS THE SOLE RESPONSIBLITY OF  THE USER. ALL MATERIALS MAY PRESENT UNKNOWN HEALTH HAZARDS AND DETAIL DEPOT CAN  NOT GUARANTEE THAT THE HAZARDS LISTED ARE THE ONLY HAZARDS THAT EXIST.


