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Detail Depot Detailing Systems

IN CASE OF LEAK, SPILL, FIRE




2326 Daniels  Street Suite A
EXPOSURE, OR ACCIDENT, CALL




Madison, WI 53718 (608) 222-4007

OSHA 1-800-321-6742




                1455 Deming Way Suite 31








Sparks, NV. 89431 (775) 829-2333

SECTION 1-------------------------------------------------PRODUCT INFORMATION--------------------------------------------------------------------------------------------------------------

PRODUCT NAME  SUPER WASH 
  CHEMICAL FAMILY: AQUEOUS SOLUTION ORGANIC & INORGANIC


CURRENT VERSION 04/01/07
  DETERGENT.

DOT HAZARD CLASSIFICATION: CLEANING COMPOUND LIQUID, NA1760

SECTION 2-------------------------------------------------------HAZAROUS INGREDIENTS-----------------------------------------------------------------------------------------------------






CAS REG NO
HAZARD RATING(HMIS) SCALE
4=EXTREME

DODECYLBENZENESULFONIC ACID 

25155-30-1

TOXICITY 2


3=HIGH

(NEUTRALIZED IN SOLUTION)




FIRE     0


2= MODERATE

SODIUM HYDROXIDE:
PEL 2mg/m3 

1310-75-2

REACTIVITY 0

1=SLIGHT

AMPHOTERIC SURFACTANT(not regulated)

64772-19-6




0=NONEXISTENT

        SODIUM EDTA



64-02-8

PRODUCT APPEARANCE; CLEAR, VISCOUS AMBER LIQUID WITH A NON-DISAGREEABLE FRAGRANCE

SECTION 3------------------------------------------------------------HAZARD INFORMATION-------------------------------------------------------------------------------------------------------

INHALATION :  MAY CAUSE NASAL AND RESPIRATORY IRRITATION.

INGESTION: MAY CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITING AND DIARRHEA WHEN INGESTED IN CONSIDERABLE QUANTITIES.

SKIN: MAY CAUSE MILD IRRITATION, REDNESS AND BURNING.  HAZARD IS GREATLY REDUCED WHEN USING THE DILUTED WORKING STRENGTH SOLUTION.

EYES: MAY CAUSE IRRITATION, BURNING, TEARING AND REDNESS.

SECTION 4------------------------------------------------------------EMERGENCY & FIRST AID PROCEDURES---------------------------------------------------------------------------

INHALATION: REMOVE PERSON TO FRESH AIR.  IF BREATHING DIFFICULTIES DEVELOP, GET MEDICAL ASSISTANCE

INGESTION: GIVE LARGE QUANTITIES OF WATER TO DILUTE.  INDUCE VOMITING BY PLACING THE MIDDLE FINGER TO THE BACK OF THE THROAT.  NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

SKIN:  WASH EXPOSED AREA WITH SOAP AND WATER.

EYES IMMEDIATELY FLUSH AFFECTED EYES WITH WATER FOR AT LEAST 15 MINUTES, WASHING UNDER EYELIDS.  IF IRRITATION DEVELOPS AND PERSISTS, GET MEDICAL ASSISTANCE.

COMMENTS:  THIS MATERIAL HAS NOT BEEN IDENTIFIED AS A CARCINOGEN BY NTP, IARC, OR OSHA.

SECTION 5-------------------------------------------------------------SPECIAL PROTECTION INFORMATION-----------------------------------------------------------------------------

VENTILATION: PROVIDE ADEQUATE THROUGHPUT OF FRESH AIR.

RESPIRATORY PROTECTION: LOCAL EXHAUST VENTILATION, AND GENERAL DILUTION VENTILATION.

PROTECTIVE GLOVES:  WEAR PROTECTIVE GLOVES FOR PROLONGED CONTACT.

MATERIAL SAFETY DATA SHEET:  SUPER WASH
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EYE PROTECTION: USE DUST-AND SPLASH-PROOF-SAFETY GOGGLES WHERE THERE IS ANY POSSIBILTY OF LIQUID, MIST, OR DUST.  

CONTACTING THE EYES.

PROTECTIVE CLOTHING:  AREAS OF THE BODY THAT MAY CONTACT LIQUID OR MIST SHOULD BE SHIELDED WITH IMPERMEABLE RUBBER MATERIAL (APRON, BOOTS, ETC.)

OTHER PROTECTIVE EQUIPMENT:  IF POSSIBILITY EXISTS FOR SPLASHING WEAR FACEGUARD WITH SIDE-SHIELDS.  USE RESPIRATOR WHEN WORKING IN A TOTALLY ENCLOSED SYSTEM.

SECTION 6----------------------------------------------------------REACTIVITY DATA & PHYSICAL PROPERTIES-----------------------------------------------------------------------

REACTIVITY: LOW RISK AT AMBIENT TEMP.




FLASH POINT; NONE

CONDITIONS AFFECTING REACTIVITY: HEAT




BOILING RANGE; 105-112 DEG.F

INCOMPATIBLE MATERIALS: STRONG OXIDIZERS & STRONG ACIDS,

EVAPORATION RATE; (n-BuAC=1) NA









% SOLUBILITY IN WATER: MISCIBLE

HAZARDOUS DECOMPOSITION PRODUCTS: TOXIC GASES (SUCH AS FORMIC

SPECIFIC GRAVITY;1-1.1 (@20 Deg. F.)

  ACID AND CARBON MONOXIDE.)

HAZARDOUS POLYMERIZATION TO AVOID: NONE KNOWN


pH:7.2-7.4 (@ 20 Deg. C.)

POLYMERIZATION CONDITIONS TO AVOID: NONE KNOWN


VISCOSITY: 600-800 (@20 DEG. C.)









VAPOR PRESSURE: 4.2 (@ 20 Deg. C. )

FREEZING POINT: -17 DEG. F.









% VOLATILE BY VOLUME: 45%

AUTOIGNITION TEMP: NA                                                                        


VAPOR DENSITY: 1.5 (air=1)

SECTION 7------------------------------------------------------------------SPILL & LEAK PROCEDURES----------------------------------------------------------------------------------------

PRECAUTIONS IN CASE OF RELEASE OR SPILL: VENTILATE AREA, ABSORB INTO NON REACTIVE MEDIA SUCH AS DIATOMACEOUS EARTH OR VERMICULITE; SWEEP INTO NON REACTIVE VESSEL (I.E. HDPE DRUM OR PAIL). EXCESS MATERIAL CAN ALSO BE NEUTRALIZED USING A WEAK AQUEOUS SOLUTION OF AN ACID (e.g. ACETIC ).

EPA REPORTABLE QUANTITY: NONE

WASTE DISPOSAL METHOD: DISPOSE OF PRODUCT IN ACCORDANCE WITH LOCAL, COUNTY, STATE, AND FEDERAL REGULATIONS.

SECTION 8---------------------------------------------------------------------TRANSPORTATION & STORAGE-------------------------------------------------------------------------------

ELECTROSTATIC ACCUMULATION HAZARD NONE



STORAGE TEMPERATURE; AMBIENT

TRANSPORT TEMPERATURE; AMBIENT

SECTION 9----------------------------------------------------------------------SPECIAL PRECAUTIONS OR OTHER COMMENTS---------------------------------------------------

INSTRUCT ALL WORKERS ON HAZARDS AND PROTECTIVE MEASURES WITH THIS CHEMICAL. THE COMPOUNDS IN THIS PRODUCT BIODEGRADE

IN THE ENVIRONMENT.  THIS MATERIAL MAY ATTACK CERTAIN PLASTICS, RUBBER AND COATINGS.

SECTION 10----------------------------------------------------------------------------------HAZARD CLASSIFICATION------------------------------------------------------------------------

U.S. DOT CLASSIFICATION; CLEANING COMPOUND LIQUID, NA1760

EPA HAZARDOUS SUBSTANCE: NO

THE INFORMATION CONTAINED HEREIN IS BELIEVED TO BE ACCURATE.  HOWEVER, THE INFORMATION IS ALSO BASED ON INFORMATION SUPPLIED TO DETAIL DEPOT FROM VENDORS DETAIL DEPOT BELIEVES TO BE RELIABLE.  THERFORE DETAIL DEPOT ASSUMES NO LIABLITY 

FOR THE ACCURACY OR COMPLETENESS OF THE INFORMATION CONTAINED HERE.  ANY MATERIAL SUPPLIED BY DETAIL DEPOT IS THE SOLE RESPONSIBLITY OF  THE USER. ALL MATERIALS MAY PRESENT UNKNOWN HEALTH HAZARDS AND DETAIL DEPOT CAN  NOT GUARANTEE THAT THE HAZARDS LISTED ARE THE ONLY HAZARDS THAT EXIST.


